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PRODUCT DESCRIPTION: 
Web Adhesive is a high performance web adhesive used for both temporary 
and permanent bonding. Its quick, initial tack and high solids make it perfect for cardboard, 
foam, plastics, cloth, polyethylene sheeting and carpeting. It is non-staining which makes it 
suitable for bonding fabrics and upholstery. This product contains no chlorinated solvents. 

• Quick Tack
• High Solids
• Permanent Bonds
• Temporary Bonds

AREAS OF USE: 
Use this adhesive where a strong permanent or temporary adhesion is needed such as: 
asbestos abatement, foam & upholstery shops, metal shops, marinas, RV industry, auto trim, 
carpet repair and leather shops. 

Federal regulations prohibit CFC propellants in aerosols. 

See label side panel for First Aid and additional Precautionary Statements 
24 HOUR MEDICAL EMERGENCY NUMBER: 
1-866-836-8855

KEEP OUT OF REACH OF CHILDREN 
CONSULT SDS BEFORE USING

SPECS: 
Can Size: 20 oz. 
Net Weight: 12 oz. 
Shipping Weight: 12 Lbs. 
Packaged: 12 cans per case 
UPC Number: 7 13014 11085 5 
Product Number: CL085 
Extender Tube: N 
REGULATORY: 
Ozone Depleting Compounds: None 
Recyclable Package: Yes 
VOC Compliant CARB: No 
VOC Compliant OTC: Yes 
Flammability: Flammable 
PHYSICAL CHARACTERISTICS: 
Color: Clear 
Fragrance: Solvent 
Shelf Life: 1 year + 

WEB ADHESIVE 


